DWV BACKWATER VALVE

’ (Flapper design and efastomeric gasket allows unrestncted flow and sustains
back pressure up to 100 psi.

® Threaded access seals hand tight and allows easy maintenance and

inspection. i
® 167 access sleeve extensions are complete with lids. Extansion sieeve lid
® Use 10" SDR - 35 pipe (not inciuded) for extensions on 6" backwater valves. i
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869-38%| 3° PVC Backwater valve 4

863-3PSi<.| 3° PVC Backwater valve w/ 16° sleeve 2

869-3&:3t| 3° ABS Backwater vaive 4

869%-3A8 ©| 3° ABS Backwater valve w/ 16° sleeve 2

"869:4B2w| 4° PVC Backwater vaive 2 |-

B86F4PS™| 4° PVC Backwater valve w/ 16° sleeve 1 s
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8694AS| 4° ABS Backwater vaive w/ 16" sleeve 1 | [sesoasplan | 3w | 6 | ¥
863-6E%3h| 6° PVC Backwater vaive 1 B654KEP| S0 | swe | E%t | 4
[2835A7 | 2" ASS 2ackwaiarvave R 869-6A &P | T l 77 |1ow

TEST PLUGS

.® Available for large pipe sizes.
* Large wing nut for easy tightening and removing.
® For 4" -6 models, ’/," male garden hose thread adapter and drill-out
wall on stem allow for water or air by-pass tests.

" '® For 8" model, tap stem '/," NPT and drill through bulk head to allow
for water or air by-pass tests. .
® Rugged Nylon / rubber construction.
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"882‘- L5 4° Hand Tite test piug
»882; .ﬁ-’i‘.‘sﬁ 5° Hand Tite test plug
.’;_‘8;852: 95_‘?5{ 6° Hand Tite test plug
1"8_8"2:5@ 8° Hand Tite test piug

Plain End Pipe Bell & Spigot Pipe

T WFG. FLOOR DRAIN Box

SEWER STOPS ) NO.  SIZE DESCRIPTION ot
SINDELL SEWER STOPS

R407500 3.V 3*  Ploted Steel w/float valve 1*

R407600 4.V 4*  Plgted Steek w/float valve 1*

R407700 2VBQ 2°  Brass w/ float valve 1+

R407800 3-VBQ 3° Brass w/float vaive 1.

R407900 4.VBQ 4°  Bross w/float valve 1

R408100 3470 4°  Plastic body for 1 1/2° standpipe. 1°

R408110 3480 4*  Plastic body - Universal with 1"

float and for 1 1/2° standpipe.

R408110

° Be Assorted For Volume Quantity.
**Check frice Sheet For Yolume Quantity.




